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A proof of engineering and design. Every millimeter 
of the “steel” version of NANOSPOT - the miniature 
projector - brings to the stage the perfect fusion of 
lighting power and strength of stainless steel, 
protector and keeper of the light source. 
Tiny sizes, big performance.

Nanospot Steel
F L O O D L I G H T S
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NANOSPOT STEEL

MaterialMaterial
Stainless steel AISI 316L

GasketGasket
Silicone rubber

ScrewsScrews
Stainless steel

GlassGlass
Tempered

Led colour temperatureLed colour temperature
2700°K available on request
3000°K
4000°K

WattageWattage
MAX 10 WATT

RatingRating
IP66 | IK09

Stainless Steel

Available finishesAvailable finishes

102201
MICRO STEEL HP

102201  
MINI STEEL COB

102201
MEDIUM STEEL COB

102203
MINI STEEL HP

102203RGBW
MINI STEEL RGBW

MICRO MINI MEDIUM

50 mm

60 mm 40 mm

Ø
35

 m
m

6
3 

m
m

85 mm

95 mm 50 mm

Ø
50

 m
m

9
0

 m
m

115 mm

142 mm 88 mm

Ø
8

0
 m

m

14
3 

m
m
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The harmony takes shape. In COINY geometry and 
design converge in an outdoor lighting product 
introducing a curvilinear silhouette into the range of 
projectors. It stands out for its ability to be used as a 
bollard as well: in both versions, the lighting power is 
supported by the circular shape. 

Coiny
F L O O D L I G H T S  |  B O L L A R D
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COINY

MaterialMaterial 
High corrosion resistance die-cast 
copper-free aluminum body 
  
CoatingCoating 
Polyester powder coating with 
phosphocromating pre-finish 

ScrewsScrews 
Stainless steel
  
GlassGlass 
Tempered
  

Led colour temperatureLed colour temperature 
2700°K available on request 
3000°K 
4000°K 

WattageWattage 
8 WATT

RatingRating
IP66 | IK08  

  

RAL 9006 Textured Grey

RAL 7016 Anthracite Grey

Available finishesAvailable finishes

602301  
BOLLARD

BOLLARD

28 mm Ø 110 mm

121 mm16 mm

102101  
COINY

150 mm

28
 m

m
Ø

 1
10

 m
m

30
 m

m
12

 m
m

Matt Black
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From the ground to the stars. The pyramidal shape 
of FACE-UP projects light and gaze upwards, 
transforming outdoor spaces and emphasizing 
architectural details. The raised silhouette makes it a 
decorative element while the two different sizes allow 
it to adapt to the spaces. A floor lamp icon of beauty 
and functionality.

Face UP
I N  G R O U N D
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FACE-UP

MaterialMaterial
High corrosion resistance 
die-cast copper-free aluminium

CoatingCoating
Polyester powder coating with 
phosphocromating pre-finish

ScrewsScrews
Stainless steel

GlassGlass
Tempered

Led colour temperatureLed colour temperature
2700°K
3000°K
4000°K 

WattageWattage
MAX 15 WATT

RatingRating
IP67 | IK08

RAL 9006 Textured Grey

RAL 7016 Anthracite Grey

Available finishesAvailable finishes

208003
MEDIUM COB

208004
MEDIUM HP

208001
MINI COB

208002
MINI HP

MINI MEDIUM

197 mm

19
7 

m
m

30
 m

m

257 mm

25
7 

m
m

35
 m

m

Matt Black
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The power of customization. In wall-washer or blade 
version to expand the possibilities of light beam, 
HYDROFLOOR NANO LINEAR has also a trimless 
variant that allows it to integrate perfectly with 
the surrounding environment. Three light sources, 
a unique and unrepeatable atmosphere.

Hydrofloor Nano Linear
I N  G R O U N D
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HYDROFLOOR NANO LINEAR

MaterialMaterial
Hard anodized aluminum

TrimTrim
Stainless steel AISI 316L

CoatingCoating
Polyester powder coating with 
phosphocromating pre-finish 

ScrewsScrews
Stainless steel

GlassGlass
Tempered

Led colour temperatureLed colour temperature
2700°K
3000°K
4000°K

WattageWattage
MAX 6 WATT

RatingRating
IP68 | IK08

Available finishesAvailable finishes

209001  
HP

209004  
TRIMLESS HP

209002
WALL-WASHER

209005
TRIMLESS 
WALL-WASHER

209003
BLADE

209006
TRIMLESS BLADE

TRIMLESS

105 mm 101 mm

102 mm 94 mm

38 mm 35 mm

35 mm 31 mm

32
 m

m

32
 m

m

1,5
0

 m
m

55
 m

m

55
 m

m

Stainless Steel

Glass
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The name tells the use. TERRA, inground lighting 
product, has three different variants in which its soul 
doesn’t change. Be inspired by its sinuous shapes, its 
versatility and by the possibility to adjust the light 
beam in a very simple way. Not just an outdoor lighting 
product but a real asset.

Terra
I N  G R O U N D
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MINI MINI TRIMLESS

207001
MINI COB

207007
MINI TRIMLESS COB

207002
MINI HP

207008
MINI TRIMLESS HP

207003
MINI HP DMX RGBW

207009
MINI TRIMLESS HP DMX RGBW

207004
MINI DIFFUSED

207010
MINI TRIMLESS DIFFUSED

207005
MINI WALL-WASHER

207006
MINI BLADE

MaterialMaterial
High corrosion resistance
die-cast copper-free aluminum

TrimTrim
Stainless steel AISI 316L 

CoatingCoating
Polyester powder coating with 
phosphocromating pre-finish 

ScrewsScrews
Stainless steel

GlassGlass
Tempered

Led colour temperatureLed colour temperature
2700°K
3000°K
4000°K

WattageWattage
MAX 8 WATT

RatingRating
IP67 | IK10

Available finishesAvailable finishes

Stainless Steel

TERRA MINI

Ø 175 mm Ø 175 mm

25
2 

m
m

25
2 

m
m

4
 m

m

20
0

 m
m

20
0

 m
m

Ø 140 mm Ø 135 mm Ø 130,4 mm

Glass
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MEDIUM MAXI

207011
MEDIUM COB

207015
MAXI COB

207016
MAXI HP

207017
MAXI HP DMX RGBW

207018
MAXI WALL-WASHER

207012
MEDIUM HP

207013
MEDIUM HP DMX RGBW

207014
MEDIUM WALL-WASHER

MaterialMaterial
High corrosion resistance
die-cast copper-free aluminum

TrimTrim
Stainless steel AISI 316L 

CoatingCoating
Polyester powder coating with 
phosphocromating pre-finish 

ScrewsScrews
Stainless steel

GlassGlass
Tempered

Led colour temperatureLed colour temperature
2700°K
3000°K
4000°K

WattageWattage
MAX 34 WATT

RatingRating
IP67 | IK10

Available finishesAvailable finishes

Stainless Steel

TERRA MEDIUM | MAXI

Ø 250 mm

26
2 

m
m

Ø 205 mm

28
2 

m
m

4
 m

m

280 mm

22
6

 m
m

Ø 240 mm

24
6

 m
m

4
 m

m

207011
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The new face of miniaturization. Starting from 
a diameter of 34mm, NANOWALL has been 
developed with the aim of bringing the power of the most 
performing lighting products in a tiny wall application. 
Highly profiled technology and circular or squared 
design create a true micro-jewel.

W A L L  M O U N T I N G

Nanowall
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NANOWALL ROUND

MaterialMaterial
Hard anodized aluminum

CoatingCoating
Polyester powder coating with 
phosphocromating pre-finish

ScrewsScrews
Stainless steel

GlassGlass
Tempered

Led colour temperatureLed colour temperature
2700°K
3000°K
4000°K 

WattageWattage
MAX 2x10 WATT

RatingRating
IP66 | IK09

403105  
XXS 01

403106  
XXS 02

403107
XS 01

403108
XS 02

403101
COB 01

403102
COB 02

403103
HP 01

403104
HP 02

XXS XS

4
4

 m
m

40310

40310

403101
COB 01

403102
COB 02

403103
HP 01

403104
HP 02

43,50 mm 54,50 mm 83 mm

Ø 34 mm

Ø 45 mm

Ø 62 mm

10
0

 m
m

14
0

 m
m

20
0

 m
m

6
4

 m
m

10
2 

m
m

RAL 9006 Textured Grey

RAL 7016 Anthracite Grey

Available finishesAvailable finishes

Matt Black
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403109  
XXS 01

403110  
XXS 02

403111
XS 01

403112
XS 02

403113
COB 01

403114
COB 02

403115
HP 01

403116
HP 02

XXS XS

4
4

 m
m

43,50 mm 54,50 mm 83 mm

Ø 34 mm

Ø 45 mm

Ø 62 mm

10
0

 m
m

14
0

 m
m

20
0

 m
m

6
4

 m
m

10
2 

m
m

NANOWALL SQUARE

MaterialMaterial
Hard anodized aluminum

CoatingCoating
Polyester powder coating wit 
phosphocromating pre-finish

ScrewsScrews
Stainless steel

GlassGlass
Tempered

Led colour temperatureLed colour temperature
3000°K
4000°K
2700°K available on request 

WattageWattage
MAX 2x10 WATT

RatingRating
IP66 | IK08

RAL 9006 Textured Grey

RAL 7016 Anthracite Grey

Available finishesAvailable finishes

Matt Black
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Extreme freedom of expression. WALLBOX is a wall 
lamp for outdoor installation with single or double 
emission and multiple possibilities of light beams that 
encloses in a minimal element all the ability of light to 
sculpt environments in infinite different ways, creating 
a bold symphony between lighting and space.

Wallbox
W A L L  M O U N T I N G
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MaterialMaterial
High corrosion resistance 
extruded copper-free aluminium   

ScrewsScrews
Stainless steel

GlassGlass
Tempered

Led colour temperatureLed colour temperature
2700°K
3000°K
4000°K

WattageWattage
MAX 16 WATT

RatingRating
IP66 | IK08

403201
HP 01

403205
HP 02

403202
SYMMETRIC 01

403206
SYMMETRIC 02

403202
ASYMMETRIC 01

403207
ASYMMETRIC 02

403202
DIFFUSED 01

403208
DIFFUSED 02

MINI ONE SIDE LIGHT MINI UP&DOWN LIGHT

403201

403202 403206
SYMMETRIC 01

403202

SYMMETRIC 02

403207

403202
DIFFUSED 01

403208
DIFFUSED 02

10
0

 m
m

200 mm 100 mm

10
0

 m
m

200 mm 100 mm

RAL 9006 Textured Grey

RAL 7016 Anthracite Grey

Available finishesAvailable finishes

WALLBOX

Matt Black
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Creating stages, one shape at once. Proposed in 
circular version for accent lighting and linear for 
expanding the light beam, NANOSTEP accompanies 
every movement. The various sizes make it easy to fit 
in multiple contexts while the trimless version ensures 
perfect continuity between wall and lighting. All, step 
by step.

Nanostep
W A L L  R E C E S S E D
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505001
ROUND XXS

505002
ROUND XS

505003
ROUND

XXS XS

75 mm 89 mm 85 mm3 mm 2,5 mm 2,5 mm

NANOSTEP ROUND

505002
ROUND XS

505003

28
 m

m Ø
 2

9
 m

m Ø
 6

2 
m

m

Ø
 7

7 
m

m

70 mm

76 mm

76 mm

Ø
 7

6
 m

m

MaterialMaterial
Hard anodized aluminum body 
and trim

CoatingCoating
Polyester powder coating with 
phosphocromating pre-finish 

GasketGasket
Silicone rubber

ScrewsScrews
Stainless steel

GlassGlass
Tempered

Led colour temperatureLed colour temperature
2700°K
3000°K
4000°K

WattageWattage
MAX 10 WATT

RatingRating
IP68 | IK08

RAL 9006 Textured Grey

RAL 7016 Anthracite Grey

Available finishesAvailable finishes

Matt Black
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505004
LINEAR

505005
LINEAR 
TRIMLESS

MaterialMaterial
Hard anodized aluminum

CoatingCoating
Polyester powder coating with 
phosphocromating pre-finish 

ScrewsScrews
Stainless steel

GlassGlass
Tempered

Led colour temperatureLed colour temperature
2700°K
3000°K
4000°K

WattageWattage
MAX 6 WATT

RatingRating
IP68 | IK08

NANOSTEP LINEAR

105 mm 101 mm

35 mm

28 mm

32
 m

m 32
 m

m

1,5
0

 m
m

102 mm

94 mm

97 mm

55
 m

m

TRIMLESS

RAL 9006 Textured Grey

RAL 7016 Anthracite Grey

Available finishesAvailable finishes

Matt Black

Glass
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New heights of miniaturized functionality.
An intense lighting from above that doesn’t compromise 
aesthetics: in just 35mm of each light source, NANO
LINEAR DOWNLIGHT can express the maximum of 
its potential. With wall-washer and blade light beam
options, the outdoor environment can be uniquely
customized.

NANO LINEAR DOWNLIGHT
D O W N L I G H T



5
7

  |
  

p
u

k.
it



5
8

  
| 

p
u

k.
it

701401
HP

701402
WALL-WASHER

701403
BLADE

35 mm 102 mm

MaterialMaterial
Hard anodized aluminum

CoatingCoating
Polyester powder coating with 
phosphocromating pre-finish 

ScrewsScrews
Stainless steel

GlassGlass
Tempered

Led colour temperatureLed colour temperature
2700°K
3000°K
4000°K

WattageWattage
MAX 6 WATT

RatingRating
IP68 | IK08

NANO LINEAR DOWNLIGHT

36
 m

m
1,5

0
 m

m

Available finishesAvailable finishes

Stainless Steel
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Downlight and versatility come together. Ceiling-
recessed luminaire ready to surprise with its lighting 
from the top: CIELO comes in 3 sizes, 3 beams of 
light, 2 types of LED lighting and an innate ability to 
integrate itself in any outdoor architectural context. 
One product, millions of possibilities. 

CIELO
D O W N L I G H T
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MINI MEDIUM MAXI

701301
MINI COB

701307
MEDIUM COB

701311
MAXI COB

701312
MAXI HP

701313
MAXI HP DMX RGBW

701314
MAXI WALL-WASHER

701308
MEDIUM HP

701302
MINI HP

701303
MINI HP DMX RGBW

701309
MEDIUM HP DMX RGBW

701310
MEDIUM WALL-WASHER

701304
MINI DIFFUSED

701305
MINI WALL-WASHER

701306
MINI BLADE

MaterialMaterial
High corrosion resistance
die-cast copper-free aluminum

TrimTrim
Stainless steel AISI 316L 

CoatingCoating
Polyester powder coating with 
phosphocromating pre-finish 

ScrewsScrews
Stainless steel

GlassGlass
Tempered

Led colour temperatureLed colour temperature
2700°K
3000°K
4000°K

WattageWattage
MAX 34 WATT

RatingRating
IP67 | IK10

Available finishesAvailable finishes

Stainless Steel

Ø 154 mm Ø 219 mm Ø 254 mm

CIELO

20
0

 m
m

26
2 

m
m

26
2 

m
m

4
 m

m

4
 m

m

4
 m

m

Ø 145 mm Ø 210 mm

Ø 244 mmHOLE FOR
RECESS HOLE FOR

RECESS

HOLE FOR
RECESS
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Via San Giorgio, 16 | 20851 Lissone (MB) Italy

T. +39 039 2457920 | F. + 39 039 2457924
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